


STEP SEVEN:  Repeat Steps Four through Six to complete the row.

STEP EIGHT:  For all succeeding courses, simply position the panel approximately 2 inches below the previous panel and slide 
upward making sure to engage the fingers and the bottom locking rail.  Repeat Steps Five and Six to complete the row.  Nailite 
provides a horizontal alignment line on the lower right side of each panel.  Refer to this line to ensure that the height of the 
panels are consistent.  (Figure #6)  Be sure not to overlap the seams of the panel below to ensure an authentic look.  (Figure #7)  
To achieve the desired look, it is recommended to randomly select a shingle on the panel and cut the shingle in half for all 
alternating rows.  Be sure that the right end piece of the row is no less than 8" wide.

Note:  If face nailing is employed, pre-drill a hole in an inconspicuous area, such as a shingle seam.  The hole must be larger 
than the shank of the nail or screw, but smaller than the head to allow for possible expansion.  The head can be covered with 
exterior latex or acrylic paint.

STEP NINE:  Nailite J-channels may be used for inside corner treatments.  
It is recommended to sleeve the corner with vinyl or aluminum coil prior to 
installation of panels.  (Figures #8 and #9) 
 

CEDAR PRIDE INDIVIDUAL MOLDED CORNER INSTALLATION:
The siding must be installed on all walls prior to installing the corners.  

STEP ONE:  Be sure the starter clip is affixed at the bottom of the wall’s corner.  (Figure #1b)  Slide your first Cedar Pride molded 
corner over the siding and engage it into the starter clip.  (Figure #10)  Note that the top edge of the corner slides under the panel  
above it.  (Figure #11)  The corner offers two fastening positions to choose from.  For fasteners, galvanized screws are recommended.
Once positioned properly, insert one fastener on each side.  Note: The bottom edge of the first installed corner extends below 
the starter clip.

STEP TWO:  There are two different corner profiles in each carton.  For an authentic look, be sure to alternate the corners 
as they are vertically installed on the wall.  (Figure #12)  Take the next corner and engage it into the corner below.  Be sure to 
slide the top of the corner into the row of siding above it and insert a fastener in each side.  Gently tug the bottom of the corner to 
ensure it is properly engaged.  Repeat this step until the corner installation is complete.  Note:  The last corner on the top of the row 
may have to be cut to adjust to the height of the corner.  Corner/panel alignment will vary based on the realistic, staggered bottom 
edges of the panel.
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